In addition to the hazards/risks normally associated with the types of work detailed on this work area, it is the responsibility of the recipient to ensure that all work is conducted in a safe manner.

If received electronically, it is the recipient's responsibility to print to correct scale.

---

**LUX LEVELS**

<table>
<thead>
<tr>
<th>Area</th>
<th>Avg</th>
<th>Min</th>
<th>Med/Mean</th>
<th>Max</th>
</tr>
</thead>
<tbody>
<tr>
<td>Workshop</td>
<td>20</td>
<td>18</td>
<td>20</td>
<td>22</td>
</tr>
<tr>
<td>Office</td>
<td>20</td>
<td>18</td>
<td>20</td>
<td>22</td>
</tr>
<tr>
<td>Storage</td>
<td>20</td>
<td>18</td>
<td>20</td>
<td>22</td>
</tr>
<tr>
<td>Railways</td>
<td>20</td>
<td>18</td>
<td>20</td>
<td>22</td>
</tr>
<tr>
<td>Pond</td>
<td>20</td>
<td>18</td>
<td>20</td>
<td>22</td>
</tr>
</tbody>
</table>

**LUMINARIE SCHEDULE**

1. **Installation Lighting**
   - 0.5 LUX CONTOUR
   - 0.5 LUX CONTOUR
   - 0.5 LUX CONTOUR

2. **Work Area Lighting**
   - 1.0 LUX CONTOUR
   - 1.0 LUX CONTOUR
   - 1.0 LUX CONTOUR

3. **Safety Lighting**
   - 1.0 LUX CONTOUR
   - 1.0 LUX CONTOUR
   - 1.0 LUX CONTOUR

---

**Special Instructions**

1. All luminaires to comply with BS5485 and IES Lighting Guides.
2. All lighting to comply with building regulations and to ensure that the lighting is balanced and sufficient for the task.
3. Lighting levels to be maintained at all times.

---

**Client**

Britishtess Recycling

**Title**

Site Layout

**External Lighting Levels**

---

**Scale** 1:1000

---

**Drawn by**

**Revised by**

**RPG-Group**

---

**Date** 01/12/2022

---

RPG-5T-XX-AR-4302